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SUPER PLUS, AP| SF / CD, SAE 20Ws0

MULTIGRADE ENGINE OIL

SUPER PLUS API SF / CD, SAE 20W50 IS A MULTIGRADE
DIESEL & PETROL ENGINE OIL FORMULATED WITH AN

FEATURES & BENEFITS

¢« GOOD PROTECTION AGAINST RUST AND CORROSION
FOR LONGER EQUIPMENT LIFE AND REDUCED
OPERATING COSTS.

APPLICATION

GASOLINE AND DIESEL POWERED EQUIPMENT WHERE
APl SF / CD LEVEL PERFORMANCE IS REQUIRED. ON-
HIGHWAY LIGHT AND MEDIUM DUTY TRUCKING. OFF-
HIGHWAY INDUSTRIES INCLUDING: CONSTRUCTION,

OPTIMISED COMBINATION OF BASE OILS AND A
BALANCED ADDITIVE SYSTEM.

¢« THERMAL AND OXIDATION STABILITY THAT CONTROLS
SLUDGE BUILD-UP AND DEPOSITS

QUARRYING, AND AGRICULTURE.
IT IS ALSO AVAILABLE IN OTHER SAE GRADES IN 200
LITRES PACKING: 15W40, 30, 40 & 50

SPECIFICATION OF SUPER PLUS, API Ci4 PLUS / SL, SAE 15W40

SAE20WS0 SAEISW40 SAE30 SAE40 SAES0
Viscosity, ASTM D 445
cSt @ 40 Deg C 176.8 126.5 107.12 141.4 17M.3
cSt@ 100 Deg C 17.93 14.42 11.15 14.6 17.42
Viscosity Index, ASTM D 2270 m 14 88 102 110
Total Base mg KOH/g, ASTM D 2896 5 5 5 5 5
Pour Point, Deg C, ASTM D 97 -9 -9 -9 -9 -9
Flash Point, Deg C, ASTM D 93 224 218 220 224 218
Density @ 30 Deg C Kg/L, ASTM D 4052  0.8844 0.8786 0.8870 0.8851 0.8844
Colour ASTM D 1500 LE L2.5 L2.5 L2.5 L2.5

THESE CHARACTERISTICS ARE TYPICAL OF CURRENT PRODUCTION.

WHILST FUTURE PRODUCTION WILL CONFORM TO KINSLEE SPECIFICATION, VARIATIONS IN THESE CHARACTERISTICS MAY OCCUR.
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